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§170.080

by revising the introductory text of para-
graph (a), effective Oct. 30, 1997. For the con-
venience of the user, the superseded text is
set forth as follows:

§170.075 Plans.

(a) Except as provided in paragraph (b) of
this section, each applicant for an original
certificate of inspection and approval of
plans must also submit three copies of each
of the following plans:

* * * * *

§170.080 Stability booklet.

Before issuing an original certificate
of inspection, the following number of
copies of the stability booklet required
by §170.110 must be submitted for ap-
proval; three copies for plan review
being conducted by the Coast Guard
Marine Safety Center or four copies for
plan review being conducted by the
ABS.

[CGD 95-028, 62 FR 51217, Sept. 30, 1997]

EFFECTIVE DATE NOTE: By CGD 95-028, 62
FR 51217, Sept. 30, 1997, §170.080 was revised,
effective Oct. 30, 1997. For the convenience of
the user, the superseded text is set forth as
follows:

§170.080 Stability booklet.

Before issuing an original certificate of in-
spection, three copies of the stability book-
let required by §170.110 must be submitted
for approval to the Commanding Officer, Ma-
rine Safety Center.

[CGD 79-023, 48 FR 51010, Nov. 4, 1983, as
amended by CGD 88-070, 53 FR 34537, Sept. 7,
1988]

§170.085 Information required before
a stability test.

If a stability test is to be performed,
a stability test procedure that contains
the information prescribed in
§170.185(g) must be submitted to the
Coast Guard Marine Safety Center or
the ABS at least two weeks before the
test.

[CGD 95-028, 62 FR 51217, Sept. 30, 1997]

EFFeCTIVE DATE NOTE: By CGD 95-028, 62
FR 51217, Sept. 30, 1997, §170.085 was revised,
effective Oct. 30, 1997. For the convenience of
the user, the superseded text is set forth as
follows:

§170.085 Information required before a sta-
bility test.

If a stability test is to be performed, a sta-
bility test procedure that contains the infor-
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mation prescribed in §170.185(g) must be sub-
mitted to the Commanding Officer, Marine
Safety Center at least two weeks before the
test.

[CGD 79-023, 48 FR 51010, Nov. 4, 1983, as
amended by CGD 88-070, 53 FR 34537, Sept. 7,
1988]

§170.090 Calculations.

(a) Except as provided in §170.098, all
calculations required by this sub-
chapter must be submitted with the
plans required by §170.075.

(b) If it is necessary to compute and
plot any of the following curves as part
of the calculations required in this sub-
chapter, these plots must also be sub-
mitted:

(1) Righting arm or moment curves.

(2) Heeling arm or moment curves.

(3) Cross curves of stability.

(4) Floodable length curves.

§170.093 Specific approvals.

Certain rules in this subchapter re-
quire specific approval of equipment or
arrangements by the Commandant,
OCMI, or Coast Guard Marine Safety
Center. These approval determinations
will be made as a part of the plan re-
view process. When plan review is con-
ducted by the ABS, ABS is authorized
to make the approval.

[CGD 95-028, 62 FR 51217, Sept. 30, 1997]

EFFECTIVE DATE NOTE: By CGD 95-028, 62
FR 51217, Sept. 30, 1997, §170.093 was revised,
effective Oct. 30, 1997. For the convenience of
the user, the superseded text is set forth as
follows:

§170.093 Specific approvals.

Certain rules in this subchapter require
specific approval of equipment or arrange-
ments by the Commandant, Commanding Of-
ficer, Marine Safety Center, or OCMI. These
approval determinations will be made as a
part of the plan review process.

[CGD 79-023, 48 FR 51010, Nov. 4, 1983, as
amended by CGD 88-070, 53 FR 34537, Sept. 7,
1988]

§170.095 Data submittal for a vessel
equipped to lift.

The following data must be submit-
ted with the plans required by §170.075
if the vessel is engaged in lifting and is
required to comply with subpart B of
part 173 of this chapter:

(a) A graph of maximum hook load
versus maximum crane radius.
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